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Lesson 1- Introduction

Tukua mai he kapunga oneone ki a au hai tangi

Send me a handful of soil so that I may weep over it

This document explains how d i erent | and érosiormtgpe and pedimeantdoss, and

how to mitigate or treat those sediment sources. Erosion processes that are strongly linked to

landform will be examined, along with those withl ess | andf or mwil gagmare nc e . You
understanding of the following:

The links between hill country erosion types and sediment in rivers

How to target treatment actions to the right place and issue

How to use Horizons SLUI sediment priority classes to check the
prioritisation of actions.
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Lesson 2- Understanding the links between hill
country erosiontypesand sedimentcontamination
In rivers

Assessing and treating sediment risk from hill country erosion

Introduction to erosiontypes

Land Use Capability (LUC) is a national system of land mapping. It provides a useful way of
standardising assessment of land and soil features relevant to erosion, soil damage and productive
use (called the Land Resource Inventory) and a standardised way of grouping these into consistent
Land Use Capability Units (LUC units). Refer to the Land Use Capability Survey Handbook (Lynn et
al, 2021 available on keyword LUCS Handbook), chapter 2.4, and
appendix 2 for further description and illustration of these erosion types. Also, refer to the relevant
LUC legend for the area of the farm. There are three main LUC legends in the Horizons region;
Taranaki-Manawatu, Southern Hawkes Bay-Wairarapa and Wellington. See the Regional

Information documentforwher e to ynd t hese.
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http://www.landcareresearch.co.nz/

Erosion categories and types

Mass movement i includes a wide range of erosion types where material moves down a slope as more-or-

less coherent mass under the influence of gravity.

Fluvial erosion i involves the removal of material by channelized running water.

Surface erosion i involves the movement of a thin layer of soil particles across the ground by water, wind or

gravity.

Deposition T is a special category concerning the accumulation of waterborne material across large areas

(e.g. silt deposition after flooding)

Category Erosion types Symbol Optional prefixes
Soil slip Ss s = shallow, d = deep, r = riparian
Earthflow Ef s = shallow, d = deep, r = riparian
Mass Slump Su s = shallow, d = deep, r = riparian
movement Rock fall Rf
Debris avalanche Da
Debris flow Df
Rill R
Fluvial Gully G s = shallow, d = deep
erosion Tunnel gully T
Streambank Sb
Sheet Sh
Surface Wind w
Scree Sc
Deposition Deposition D
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Mass movementtypes

Soil slip (Ss)

Horizons most common erosion type, responsible for the majority of sediment movement to
waterways.
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Ear t h(pfawdslump (Su)

Less common than slips but can discharge far greater quantities of sediment per hectare if combined with

gully or streambank undercutting.
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Debris avalanche(Da)

Slips inside forest with both wood and soil moving. These are often natural rather than accelerated
erosion.

There has been erosion in New Zealand ever since some ofthe | andmass was yrst wuplifte
of the sea. As such, erosion is a natural process caused by plate tectonics. Natural erosion

continues even in remaining areas of native forest. However, in the last several hundred years,

clearance of native forest and introduction of farming, logging, grazing animals, and other human

activities has resulted in the rate of erosion speeding up.

Thisismostevidentinhilcountry and steep |l and. This O6speeded upd p
often termed accelerated erosion, is what occursinmo di y ed | a nahd abes/ewhat would r
have occurred prior to human intervention.
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Fluvial erosion types

Gully (G)

Gully erosion can be a signiycant source of sedi ment
mudstone, and argillite hill country as well as in pumice, particularly river terraces composed

of water-sorted pumice.

Gully or streambank erosionof t en occurs at the base of earthpow or
resulting in a dramatic increase in sediment delivery
slumps are a top priority erosion type, with the priority in proportion to the severity of the

gul |y anwactwiyrt hpo

Freshsevergyully erosionin arecentargeslumpin jointedmudstone
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Streambank (Sb)

Some streambank erosion is natural, but the rate of erosion can be accelerated by over-
straightening rivers or streams and by shrinking the width or the length of the channel over

time.

Freshseverestreambanlerosionin alluviumnearWeber
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Tunnel gully (T)

Under-runners due to lateral pow in sandy subsoil are a relatively minor contributor to

sediment.
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Rill (R)

Small channels common in sandy slip scars or intensively winter grazed or cultivated
paddocks.

Rill erosion in cultivated land Intensively winter grazed soil
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Surface erosion types

Sheet(Sh)

Includes erosion from raindrop impact on any bare land, treading or wheel impact on saturated
bare landordur i ng wet we at Hrem trackoancothér daredor ¢ultvated land,
intensive winter grazing, grazing in wet swales.

Sheeterosionin cultivatedland(left) andon a farmtrack(right)
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wind (W)

Not a major source of sedimenta e c watan guality.
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Lesson 3- Target treatment actionsto the right place
and issue

This section provides a guide to recognising and prioritising erosion to treat water quality issues for
Horizons region.

Prioritising land for treatment of soil slip

Slips are a familiar landscape feature to most people. They tend to occur after hours or days of intense

rainfall. Theraini ny | t r sotl and at $ommeepoint down the hill saturates the upper (usually 1 to 2

metres depth) soil, whichpui di ses reasonably suddenly and pows downsl op
lump.
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Soil slip on very steepslopes

1 Due to accelerated erosion caused by native forest removal, on land with over 35 degrees
slope, skeletal soils dominate; meaning that virtually the whole surface is slip scars or healed

scars.

1 Very steep land has the greatest risk of soil slip erosion and the greatest risk of sediment

going to water because most to all of the slip debris drops into a waterway.

1 Inthe LUC system, where an entire hillslope is over 35 degrees it is often classed as 8e land;
meaning not sustainable for forestry or farming due to slip erosion. Although class 8e slopes
cancontri bute | arge quantities of sediment, much of th
occurs under native tree cover, in the form of debris avalanche erosion, albeit producing less

sediment than where there is no tree cover.

Appropriate treatment:
o0 Where there is very steep hill with direct fall to a stream the best solution is native
regeneration and retirement from grazing. Sheep grazing for weed control e.g., for
old mandéds beard may be required in some areas.

0 Where forestryslashisunl i kely to fall directly into a stream

a good option, depending on rooting ability of large trees.

Exampleof severeslip erosionfrom 2004, onsteepto very steeyesiltstone, ParikinoThe upper

sectionof theslopeis mainly very steep, whilthelower sectionis mainly steep All slip debris was

retainedo n t h e pthig hjll loweapkidrity fgr sediment than if there was sediment going int
a waterway.
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Soil slip on steepslopes

1 From 26 to 35 degrees slope, steepland soils dominate.
1 These have a severe risk of slip erosion.

1 There is a high risk of sediment going to water because the lower slopes tend to be moderately
steep to steep. Depending how close the hill is to a gully or stream, anywhere from all to
virtually none of the slip debris drops into a waterway.

T This is where the greatest reduction iathieseddi ment fr om
Native regeneration can also control erosion.

1 Planting poplar or willow poles may not be possible due to lack of soil and dry conditions,
causing di culty of ramming poles in and drought mort
exposed slopes in this region. The presence of these steep dry shallow soils severely limits
the e e ct i \fespaeesl planting to control slip erosion on spurs, north faces, and windy
faces and slip scars. Spaced planting can be e ective
moist or on weakly consolidated sandstones. Otherwise a o r e s is the only long-term
e e c toptiane

1 Where most of a hill is steep, it is generally LUC Class 7e land; meaning it has severe limitations to
forestry or farming due to slip erosion.

1 On farmland steep slopes are distinguishable from moderately steep (21 to 25 degrees) by
the presence of stock tracks.

Example of severe sligrosion from the 2004 storm, on stéeery steeffe unconsolidated sandstone, near
Pohangina. Most slip debris was initially retained in the sv@lales haveeen accumulatingedinentin this
country sincaleforestationThis accumulatededimentioeshoweverslowly re mobiliseby sheet, rillor gully
erosionif a densdorestcoveris re-establishedvith nowillow, grass omtherprotection fothe bareground.
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Soil slip on moderately steepland

1 From 21 to 25 degrees slope hill soils dominate.

1 Class 6e slip prone land averages out to around 21 to 25 degrees. It has moderate
limitations to forestry or farming due to slip erosion. It can contain small areas of land
over 35 degrees, as well as some land over 25 degrees, and land easier than 20
degrees on the lower slopes and in swales. The land over 25 degrees generates
nearly all the slip erosion, while the easier slopes below frequently absorb most of
the slip debris before it enters a waterway.

1 These can also have slip scars, but generally only in seepage areas or very wet
situations.

1 These have a moderate risk of slip erosion and, unless directly above a waterway, will
be low priority for reducing sediment in streams.

1 Pole planting is often suitable for thelower s| opes, where theamde i s su
moisture to grow poles. Pole planting requires good management to maximise the
chances of survival. Pole mortality is particularly high on steep soil, which is where
most slip scars occur. See the Poplar and Willow Research Trust website or a Horizons
Land Management Advisor for advice.

Exampleof moderateslip erosionon LUC class6ehill soilsonmoderately steepandstone
and jointed mudstone, between Dannevake Weber.
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Erosion Types and Severity

From Section 2.4 of LUC Survey Handbook, 3rd Edition.

Table modified from Fletcher et al (1994), Jessen et al (1999) and Page et al (20

SURFACE

Soil Slip

. Earthflow
S:S(fjl)ow a\?:lzrrllze Debris | Rock fall (Ef) &
d=deep, ’ (Da) flow (Df) (Rf) Sltémdp SSu)
r=riparian. i
Symbol| Severity Area (%) | Area (%) | Area (%)| Area (%)| Area (%)| Size (ha)
) negligible <1 <0.5 <0.5 <0.5 <1 0
1 slight 1-10 0.52 0.52 0.52 1-5 <0.5
2 moderate 10-20 2-5 2-5 2-5 5-10 0.51
3 severe 2040 5-10 5-10 5-10 10-20 1-5
4 | V&Y 40-60 10-20 1020 | 1020 | 2030 5-10
severe
5 extreme >60 >20 >20 >20 >30 >10

Erosion is defined as 'present’ if bare of vegetation. Revegetated scars inpatatgial erosion.

FLUVIAL EROSION

DEPOSITIO

GuIIy (G)s Tunnel N Deposition

Reach | Lateral
Symbol Severity Area (%) | Size (ha) | Area (%) (%) (m) Area (%)

e negligible <0.5 0 <0.5 <1 <0.5 <1

1 slight 0.52 <0.05 0.52 1-5 0.51 1-10

2 moderate 2-5 0.050.5 2-5 5-10 1-2 10-20

3 severe 5-15 0.51 5-10 10-25 2-3 20-40

a |V 15-30 1-5 1020 | 2540 | 35 40-60

severe
5 extreme >30 >5 >20 >40 >5 >60

* Estimates of % reach and lateral erosion are made by assessing both banks. Where the proportiol
Lateralbank erosion and proportion ofddch eroded do not match a severity category, &ggral
bank erosion oR-3m with>5-10% of reach eroded is classed as severe.
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E ar t hdvosion is the slow movement of saturated soil and associated regolith, usually
along basal and marginal shear planes, with internal deformation of the moving mass. The
saturated soil is in patches of a paddock where pow accumulates. Above the saturated zone
t h e Ravement rates vary from less than half a metre per year to over 25m and tends to
occur after months of high rainfall. The original vegetated surface, though often still present,

is hummocky and may contain numerous tension cracks.

S

Severee a r t h [pentonitic jointednudstonewith the toe of the pow beingremovedby theTotangi
stream,Gisborne(Noel Trustrum). This movementcould be treatedby intensive poplar and willow
planting.
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Slumps are deep seated failures, usually of large blocks of rock and regolith. They involve
rotational slide movement along curved failure planes, resulting in a raised lower (toe)
slope relative to the upper part of the slope. This often results in the formation of ponds or

lakelets at the head of a slump (Land Use Capability Survey Handbook). See images below
and the LUC Handbook for further details.

Streanerosion Once the slip plane is wetted, the
undercuts the stream, blocking and diverting it, as wellrasnoving

. partofthebaseo f t he bpow.
toe supporting

an earthpow
or block slide.

E ar t hgmbsiump erosion features, if subject to erosion of the toe (or base of the pow i

see photo below) by a gully or stream, can contribute the greatest quantities of sediment to
rivers in Horizons region.

E ar t h pometimmes continue for decades, or even hundreds of years, with large volumes
of sediment regularly deposited in waterways. The hi ghest r ates orMmovamerdt|l i ed earth
measured in Horizons region are 10m per year and 80,000 tonnes of sediment per square km.

Unli ke soil slip, the risk of earthpow and sl ump are
However, they are recognisable by their distinctive landform shape.

They are determined by:

1 Geology susceptible to this sort of failure e.g., bentonitic mudstone, jointed
mudstone, or crushed argillite, all of which allow watert o pow t hrough the
soil/rock and saturate parts of the lower slope. The Maxwell group moderately
consolidated sandstonei s al so quite susceptible to earthpows
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1 A build-up of soil water over a month or more; generally over a wet winter/spring.

T Undercutting at the base of t hemsiohow/ sl ump by gul |\

Top priorityfort r eat me nt arfd slemp erostorp ie where there is lots of obvious
earth movement and sediment in the waterway downstream. This will be visible as surface
cracks and disruption, particularly at the toe and back scarp, followed by the side scarps and
mi ddl e of a rslungpdenattirds Pthewvisible signs are disruption of fences, tracks,
yards, or trees.

The most severe earthpow and sl ump movemeamts are al wa
undercutting. In some cases, if the undercutting of the toe of the movement is not able to

addressed, the movement may not be abwillenotedf be stopped
the slip plane is exposed by stream or gully erosion.

An example of earthpow erosi on e amb6eipihtediestoravest Moder at e eart
of Herbertville,with severee a r t hnjdmoderateo severggully in the backgroundn 7e jointednudstone
with potential for very severe erosion.
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An example of severe slump in class 7e moderately consolidated sedimemamaewirke(Noel Trustrum).
In this sortof situation, ifthestreancutsthebasefare n o u g h , even a orestation wil!/| not stoc

E ar t hgmasiump erosion is generally easy to establish trees on unless it is very
actively moving or extremelywet. Ear t hpows and sl umps may also be stabi
judicious drainage, although expert advice should be sought because it is very easy to

initiate gully erosion in |l oose slactmp and earthpow ma
eart hcpoount ry al ways run cloudy. Earthpows may be episo
years.
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Example of a moderate eart hpow isinmolvédsotherewilnbe re cesultantcbisstart n e . No u
stream discoloration. Thesenrunder cut movements are easily yxed with pole p

Severe earthpow/slump near in 7e jointed mudstone, near Her
gully erosion cutting tlhef tl osorseaowdds crushebsomemigtet p of t he top
neighbouring pine block.

Destroyed pines such as this remain as a clear sign of eart
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The same place in 202Ihe pineshave been harvestethe movement has stabilised sir2@906.
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Gully erosion

Gully erosion is caused by water powing or splashing downwards onto soft rock or sediment
and removing material. It can be imagined as a series of little waterfalls (10cm to a few metres in
height). Over time the base of the waterfall cuts down and back, and the waterfalls migrate
upslope with each little collapse.

Gully erosion generates the greatest quantity of sedimentwherei t under cut slumpingpbowi ng or
hillside, as shown inthep r e vi o us aedslumpltplpotosvand text. Frequently in such cases, the

slumpingore a r t hcdnonoivbe stopped unless the gully is stabilised. This may be achieved with debris

dams. Installation of debris dams in actively eroding gullies is highly prone to failure. Advice should be

sought from an expert.

With severe to very severe gully erosi onrequieedor estati on
A or e s tedutes siream pow and soil water content relative to land under pasture.

Ar e as on ab Idgbriselania antconsolielatedands Whanganui catchmeNbte dam goes right
up the bank so water cannot cut around the side.
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How notto build a debris danm unconsolidatedandstoneThe damwill notyll, because thgnesand
materialis washingight throughthelargecracks Evenif it did yll, thereis no low pointo channethe
pow tothe centreandthetopis notlevel. The pow wouldcutthe bankandmake the erosion worse.
Also, it is too higha debris dam shoulage 1m high maximum to minimize the waterfall and plunge
pool e ect eroding the base.
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Moderategully erosionin 6ejointedmudstonenearPongaroa.

Gully erosioncanbea s i gni y c a nunconsolidated sana, jointed mudstone, or argillite hill

country and in pumice country, particularly on water sorted pumice river terraces.

Slight to moderate (and sometimes severe) gully erosion can usually be stabilised with willow or poplar
pole planting. Willows provide a thicker root mat than poplars, which better resists downcutting of the
gully. As a rule of thumb slight to moderate gully erosion can be recognised by being able to be stepped
or jumped across.

Severe gulliesareg e ner al | y withdrées alonea Debris dams or drop structures are
required, or dewatering of the catchmentabove by a o r erdtainagd. The rule of thumb is

severe gully can only be scrambled across if youdre ag
If trying to control gully erosion in a stream with native ysh, you may be able to slow gully erosion without

i nt er r u padssagedy ugisgla seriesofsingepunga | ogs held by stwhiles t hat
stream width. Living pungas and some native trees also have ybrous roots like willows.
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Very severe/-shapedyully erosionin 7ejointedmudstoneMangatublocks,Gi s borne. A orestation
only way to stabilise this land.

Severe gully in alluvial pumice, near Taumarunui. Note that the gully degrade has ~ Gully erosion, credit Environment BOP Soil Conservation Technical Handbook
left two fences hanging in mid air. At the time of the photo, it had tripled in areal

extent in 10 years. The land was mapped as 4e13 in regional scale NZLRI pre

initiation of the gully. It is now 7e19 pumice with potential for severe gully erosion.

This movement could be controlled with a well constructed drop structure.
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Streambank erosion

Streambank erosion is easy to recognise. It is associated with

0 Grade of the river or stream. A steeper grade increases water velocity.

o0 Unconsolidated bank material. Most streambanks are unconsolidated river sediment.

0 The outside bends of rivers or streams.

Themo st e treatntemt,y ¢ a ois td lethhe @ver have some room to erode. When
rivers or streams are over straightened or crowded in, pow rate has to increase, and so erosion
increases.

Poplar planting at the top of a streambank can help armour a bank, but this does not always
work. On larger or faster rivers or taller banks tree roots may not be able to armour the entire
cutting-bank in a pood event. Roots frequently are only dense around the water table, so a 1 to
2m high fast p o willbeabldautdtythe pdrt ofwha baekrwhere there are least
roots.

In riparian areas, seek advice for the most appropriate vegetation for the stream bank.
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An example of streambank erosion in hill country with associated sheet erosion and foftéetzare
jointedmudstone | itiscausedy decadesfrepeated er y severe earthpow movement pu:
stream against a cli , Creating severe sheet erosion an:t

frittering of the oppositebank.Barec | i sas teislacahkey sigrof activee a r t brosiony
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